
APPLICATIONS 

WCC-700 Series
CHUNKLET I  CEMAKER  

FEATURES 

• Reliable –  Makes high quality, dry chunklet ice that melts
slower and can be reliably dispensed

• Lower operating cost – Uses 100% of incoming water in ice
making process

• Ease of service – Front panel control box access

Environmentally Responsible 

• Exceeds 2018 Department of Energy regulations.
• Energy efficient: Uses CFC-free, R404A, refrigerant.
• Water efficient : Uses 100% of water.

Durable 
• Ideal for  foodservice & healthcare  application.
• Corrosion-free, stainless steel exterior.
• Energy and water efficient.

Convenience & Gas  Restaurant 

Model Number Condenser 
70°F/50°F
   lbs/kg

Bars

Part Number

Features 

  Schools 

SPECIFICATIONS 

631600116
       Air Cooled

Pre Wired Power Cord

Water Cooled

   115/60/1 

Electrical
(V/Hz/Ph)

WCC700A  7870 

Lodging

Remote Cooled

616
279

90°F/70°F
   lbs/kg

513
233

 Heat
Rejection

(BTUH)

WCC700W 569200026
616
279

513
233  7870 

WCC700R 569200079
616
279

513
233

   115/60/1 

   115/60/1 

 7870 

Daily Ice Production
         per 24hrs

Refrigerant

R404A

R404A

R404A

Energy
Usage

  Min
Circuit
Amps

Shipping
 Weight
  lbs/kg

 Charge
Qty (Oz)

16 

11 

NA 

163
 74

163
 74

163
 74

20

20

20

WCU600 638090690 Remote Condenser 208-230/60/1 R404A 20 86.9  100
45

# 

# 

# 569200079 MUST BE USED IN COMBINATION WITH 638090690 ONLY

6.4

4.7

6.6

NANA NA NA 

* ENERGY USAGE FOR 100-lbs. OF ICE PRODUCTION

NA : NOT APPLICABLE



For more information  or to place an order,  contact your sales  representative or  authorized distributor.

OUTSIDE THE U.S.A.
Ph: 763.488.8200
Fax: 800.258.0255

IN THE U.S.A.
Ph: 800.238.3600
Fax: 800.258.0255

101 Broadway Street West
Osseo, MN 55369

www.cornelius-usa.com

© 2019 CORNELIUS CATG8261-0619
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DIMENSIONS
A B C

24.5"H (62.23 cm)     14.5"W(36.83 cm) 25" (63.5 cm)

A

B C

Chunklet Ice Size

0.5”H x 0.5”W x 0.5” D 

13 mm x 13 mm x 13 mm 

Refrigerant R404A

Listings 

Warrenty :- 2 years parts and limited labor
 3 years compressor

1) Line set for 638090690 (WCU600)

630900338 :-LINESET REMOTE 404A 90DE L35' DIA 1/4"

630900339 :-LINESET REMOTE 404A 90DE L55' DIA 1/4"

2) Thermostat kit for 631600116 WCC700
629097846 :- KIT EXTENDED BIN STAT WCC700 23.50 IN

OPERATING REQUIREMENTS
Min Max 

Ambient Air Temperature 50°F 
10°C 

104°F 
40°C 

Water Temperature 40°F 
4°C 

104°F 
40°C 

Water Pressure 10 psig 
0.7 bar 

90 psig 
6.2 bar 

a) Flavor Fusion /overload 255 629088671 

PRODUCT KIT P/N for 631600116 

c) ED/DF 150
629083701TE & 629083702
629083703TE 

e) ED/DF 200/250
629083801TE & 629083802TE
629083803TE 

b) IDC 215/255/Cold Fusion 629088667 

d) ED/DF 175 629087985TE & 629087984TE

f) ED/DF 300 629087965TE

3) Adaptor kits:-

mailto:webmaster@cornelius.com
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